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IDEAL-P ALL IN ONE

MEASUREMENT 1 RELAY ALARM

The IDEAL-P indicator with standard 96x48 format, offers all the 
features that your process demands. Its ease of use, its universal 
power supply, and its economic cost, will make of IDEAL-P your 
benchmark indicator.

 n Process (±10V, ±200V, ±20mA)
 n Temperature  

  (Pt100, TC J-K-T-N)
 n Resolution ±15 bits
 n 20 readings per second
 n Sensor supply

 n SPDT 8A @ 250Vac
 n Max / Min / MaxMin
 n Hysteresis / Timing
 n Fail safe mode
 n Generator 4-20mA Alarm : 

      Input / Output / Difference

OUTPUT 4-20mA

 n Resolution 13 bits
 n Response time 20Hz
 n Re-copy 4-20 mA 

  Direct curve / Reverse
 n Setpoint generator 4-20mA 

  Dimmer / Programation

GENERAL

 n Format 96x48 (1/8 DIN)
 n 4 Digits display (±9999)
 n White LED 
 n Universal supply : 

  20-265 Vac/Vdc 
 n Configuration lockout by  

 software

4-20 mA

ALARM



IDEAL-P APPLICATION EXAMPLES

DISEÑOS Y TECNOLOGÍA S.A.
45 RUE VICTOR HUGO
69220  BELLEVILLE
FRANCE
TEL. +33 474654149
FAX. 0971704168
DIRECT BARCELONA
0975515126

DISEÑOS Y TECNOLOGÍA S.A.
POLÍGONO INDUSTRIAL LES GUIXERES
C/XAROL 6 B
08915 BADALONA - SPAIN
TEL. +34 933 394 758
FAX. +34 934 903 145
EMAIL dtl@ditel.es
www.ditel.es

DISTRIBUTOR

ALARM

NON-ACTIVE ALARM

Max
(Hi)

Min
(Lo)

MaxMin
(HiLo)

ACTIVE ALARM
FLASHING DISPLAY

ACTIVE ALARM
FLASHING DISPLAY

ACTIVE ALARM
FLASHING DISPLAY

ACTIVE ALARM
FLASHING DISPLAY

NON-ACTIVE ALARM

NON-ACTIVE ALARM

OUTPUT 4-20mA

RE-COPY

TEMPERATURE
SIGNAL

LOCAL DISPLAY

SCADA

4-20mA

Pt100

FLOW METER

MOTORIZED
VALVE

SETPOINT ADJUSTEMENT
UP - DOWN KEYS

SW96-S011000

Servomotor
Control

4-20mA

4-20mA

Remote 
setpoint

SIGNAL INPUT

SETPOINT GENERATOR

HELPFUL TIPS

DIRECT CONTROL
SOLENOID VALVE 

8A

 -----------------------------SET

 -----------------------------SET

 -----------------------------SET

 -----------------------------SET

+
ENTER UP

DIRECT ACCESS TO 
 SETPOINT ALARM VALUE

IN MEASURING MODE

CONFIGURATION LOCKOUT

Always carry out configuration 
lockout to avoid unwanted 

modifications.

If the Min and Max values of the 
signal are not used in the display,

lock also this function.
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