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Labeling strips, MP37x Key Labeling strips for Further information, Quantity 
and content: see technical data

General information
Product type designation Labeling strip MP 37x key

Installation type/mounting
Mounting in portrait format possible Yes
Mounting in landscape format possible Yes

Ambient conditions
Ambient temperature during operation

● min. -40 °C
● max. 80 °C

Ambient temperature during storage/transportation
● min. -40 °C
● max. 80 °C

Relative humidity
● Operation, max. 90 %

Mechanics/material
Enclosure material (front)

● Plastic Yes; DIN A4 perforated sheets
Dimensions

Width 210 mm
Height 297 mm
Thickness 0.13 mm; Max. tolerance ± 0.03 mm

Weights
Weight (without packaging) 45 g
Weight (with packaging) 56 g

Scope of supply
Delivery quantity in pieces 1; Contains two sets

● Parts per unit 2; one set comprises a set of vertical and a set of horizontal labeling 
strips

Other
printable with laser printer Yes; Test printer suitability beforehand. No liability for printer damage
Merchandise No
Manufacturer name SIEMENS AG
Manufacturer's address Gleiwitzerstraße 555, 90475 Nuremberg, Germany
Target devices For MP370 key, MP377 key
Note: Transparent film, keys pre-printed in gray, LED area free
Usable in the following products

● Product 1 6AV6542-0DA10-0AX0
● Product 2 6AV6644-0BA01-2AX0

last modified: 1/16/2021

6AV65741AB002BA0
Page 1/2 7/4/2022 Subject to change without notice

© Copyright Siemens 

https://www.automation.siemens.com/bilddb/index.aspx?objKey=P_ST80_XX_01691
https://mall.industry.siemens.com/teddatasheet/?format=PDF&mlfbs=6AV6542-0DA10-0AX0&language=en&caller=documentservice
https://mall.industry.siemens.com/teddatasheet/?format=PDF&mlfbs=6AV6644-0BA01-2AX0&language=en&caller=documentservice
https://support.industry.siemens.com/cs/ww/en/pv/6AV65741AB002BA0
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