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01 12.18.18 BDK ALP JADE ADDED KGS24-ETLS, TOOL USE NOTES AND
TAMPER-RESISTANT NOTE 042000

00 09.21.18 BDK ALP JADE RELEASED TO PRODUCTION 037079

REV DATE BY CHK APR DESCRIPTION ECN

N
X

G
LO

B
A

L_
A

S
IZ

E

TITLE

KGTS-ETLS & KGS24-ETLS
TENSION LOCKOUT KITS

CUSTOMER DRAWING
ITEM REVISION NAME

R29273BA/01
DATASET FILE NAME

R29273BA_DC_WB29273A01/01
MATERIAL:

UNLESS OTHERWISE SPECIFIED,
DIMENSIONAL TOLERANCES ARE: IN [mm]

N/A
.X .XXX 

.XX ANGLES 

DRAWING NUMBER:
THIRD ANGLE
PROJECTION WB29273A01

DRAWN BY DATE CHK SCALE SIZE

BDK 09.21.18 ALP N.T.S. SHT 1 OF 1 A

NOTES, UNLESS OTHERWISE SPECIFIED:

DIMENSIONS IN BRACKETS ARE IN MILLIMETERS

DIMENSIONS ARE FOR REFERENCE ONLY

HEXAGONS ARE FOR COMMUNICATION PURPOSES ONLY.

NOT SHOWN: TORX BIT
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KIT BOM QUANTITIES
PART NO. DESCRIPTION

KGTS-ETLS KGS24-ETLS

WB29240D01 TENSION LOCKOUT 1 1
WB29274A01 BUSHING 1 1
CA29218A01 T20 TORX SCREW 1 -
CA29275A01 T20 TORX BIT 1 -
CA29463A01 T15 TORX SCREW - 1
CA29462A01 T15 TORX BIT - 1WB29240D01 SCREW

WB29274A01
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KGTS-ETLS : FOR USE WITH GTS-E AND GTH-E TOOLS

KGS24-ETLS: FOR USE WITH GS2B-E, GS4H-E, GS4EH-E
            AND GS4MT-E TOOLS

THESE KITS PROVIDE TAMPER-RESISTANT TENSION SETTING
LOCKOUT SOLUTION


