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Tapes

Flashing & Seaming Tapes

3M™ Construction Seaming Tape 8087CW
Cold weather sheathing tape designed to seal seams on 
housewrap and exterior sheathing materials. This tape  
features an aggressive pressure sensitive acrylic 
adhesive mounted on a biaxially  
oriented polypropylene film. 
It performs exceptionally  
well in cold temperature  
applications. 
 

Material ID UPC Size Color Roll/Case
7010379550 5-00-76308-14234-1 48mm x 50m White

24
7010314187 5-00-76308-14235-8 48mm x 50m

Red
7010379551 5-00-76308-14236-5 60mm x 50m 20
7010337895 5-00-76308-14237-2 72mm x 50m 16
7010291680 5-00-76308-14238-9 99mm x 50m 12

3M™ Through Wall Flashing Tape 8071TWF
Specially designed for use as a through 
wall flashing and dampproof course. 
Features exceptional puncture and 
abrasion resistance. It is an 
impermeable polyethylene membrane 
with an aggressive, high-tack acrylic 
pressure sensitive adhesive that does not require  
the use of a primer on most construction surfaces. Provides  
both cold and hot temperature adhesion to most surfaces.

Material ID UPC Size Liner Color Roll/Case
7100210602 5-06-38060-40383-4 12" x 75'

Slit Black
4

7100210600 5-06-38060-40386-5 18" x 75' 1

Filament Tapes

Tartan™ Filament Tape 8934
General purpose clear fiberglass-reinforced tape with a synthetic 
rubber resin adhesive, ideal for light duty strapping, bundling and 
reinforcing. Our synthetic rubber resin adhesive provides good 
adhesion to most fiberboard surfaces, and a variety of plastics and 
metal surfaces.

Material ID UPC Size Thick Color Roll/Case

7000028886 5-00-21200-86519-5 18mm x 
55m

4 mils Clear
48

7000028887 5-00-21200-86520-1 24mm x 
55m 36

3M™ All Weather Flashing Tape 8067
Self-adhered, waterproof flashing membrane  
designed for sealing around openings and  
penetrations in exterior walls. This product  
has a unique acrylic pressure sensitive  
adhesive that aggressively sticks and stays  
stuck both at lower and higher application  
temperatures than traditional flashing tapes.  
It even adheres to damp surfaces. Slit liner.

Material ID UPC Size Thick Color Roll/Case
7000001346 5-00-51115-31620-8 4" x 75'

9.9 mils Tan
12

7000049772 5-00-51115-31621-5 6" x 75' 8
7000124877 5-00-51115-31622-2 9" x 75' 4
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Flatback Tapes

3M™ High Performance Flatback Tape 2519
A high-performance, general purpose tape ideal  
for splicing liner boards, as well as bundling and 
packaging applications where adhesion to paper 
products is necessary. This thick, 7.1 mil tape features 
a strong kraft paper backing capable of resisting moisture and  
high temperatures, and can be torn by hand for fast application.  
It is brown in color.

Material ID UPC Size Thick Color Roll/Case
7100097927 5-00-51128-98283-4 24mm x 55m

7.1 
mils Tan

36
7010405983 5-00-51128-98284-1 36mm x 55m

24
7100087901 5-00-51128-99446-2 48mm x 55m
7100087902 5-00-51128-99447-9 72mm x 55m 12

Flexible Duct Closure Tape

3M™ Venture Tape™ UL181B-FX  
Polypropylene Duct Tape 1599B
A UL181B-FX Listed, UV resistant flexible  
duct closure tape featuring a cold weather  
acrylic adhesive system. It is designed to  
perform well in a broad range of temperatures and is primarily 
used for sealing flexible air ducts and air connectors, and for 
securing flex ducts to duct wrap facing.

Material ID UPC Size Thick Color Roll/Case
7100043760 5-07-50351-15996-8 48mm x 

109.7m
3 mils

Silver
24

7100043816 5-07-50351-15998-2 Black
7100043909 5-07-50351-50017-3 72mm x 

109.7m
Silver

16
7100043898 5-07-50351-50016-6 Black

Tapes

3M™ Venture Tape™ Aluminum Foil 
Tape 3520CW
A dead soft aluminum foil tape coated  
with a pressure sensitive acrylic adhesive  
designed to perform in a broad range of  
temperatures. This malleable foil tape applies  
easily to fibrous and sheet metal ducts and conforms  
to irregular surfaces, excellent for HVAC. It excels in  
a variety of temperatures and environmental conditions.

Material ID UPC Size Thick Color Roll/Case

7100043750 5-00-51115-78311-6 72mm x  
45.7m

2 mils Silver

16

7100043755 5-07-50351-35202-4 48mm x 
45.7m 24

7100166385 5-06-38060-13992-4 63.5mm x 
45.7m 20

3M™ Venture Tape™ Mastik Foil Tape 1580-P
A 2 mil aluminum foil coated with a heavy  
application of mastic adhesive that is  
UL181B-FX Listed.

Material ID UPC Size Thick Color Roll/Case

7010337393 5-07-50351-50023-4 2" x 100'
2 mils Silver

24
7100043954 5-07-50351-50011-1 3" x 100' 16

HVAC Foil Tapes

3M™ Venture Tape™ UL181A-P Aluminum Foil  
Tape 1581A 
A high temperature, high strength UL printed  
aluminum foil tape coated with an acrylic pressure  
sensitive adhesive that meets UL181A-P, UL181B-FX  
and ULC S102 specifications. Conformable foil is  
excellent for rigid duct board applications. The tape excels in a 
variety of temperatures and environmental conditions, including 
high temperatures.

Material ID UPC Size Thick Color Roll/Case
7100043830 5-07-50351-15817-6 2-1/2" x 60 yd

2 mils Silver
20

7100043929 5-07-50351-15813-8 72mm x 55m 16
7010302857 5-00-76308-14187-0 99mm x 55m 12
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Tapes

Insulation Jacketing Tapes

3M™ VentureClad™ Insulation  
Jacketing Tape — 1577 Series
All-weather option for various jacketing  
applications. It offers superior resistance  
to weathering, mold, UV and extreme  
environmental conditions. Aluminum  
multi-layered laminate tape is designed to  
provide zero permeability and act as a vapor barrier  
for insulation cladding and jacketing applications.

Material ID UPC Size Color Roll/Case
7100043719 0-00-51128-95759-2 23" x 50 yd Silver  

Embossed
1

7100043742 0-00-51128-95757-8 35-1/2" x 50 yd
7100043718 0-00-51128-95768-4 23" x 50 yd Silver 

Flat7100043761 0-00-51128-95779-0 35-1/2" x 50 yd

Meets the FDA Compositional Requirements for Indirect Food Contact

7100043844 0-00-51128-96529-0 23" x 50 yd White   
Embossed

1
7100043813 0-00-51128-96530-6 35-1/2" x 50 yd
7100043741 0-00-51128-95782-0 23" x 50 yd White 

Flat7100043716 0-00-51128-95781-3 35-1/2" x 50 yd

3M™ VentureClad™ Heavy Duty  
Insulation Jacketing Tape —  
1579 Series
A heavy duty, multilayered, self adhesive  
embossed jacketing system.

Material ID UPC Size Color Roll/Case

7100214292 5-06-38060-40466-4 

30" x 25 yd

Silver  
Embossed

17100209735 5-06-38060-40465-7 Silver  
Flat

7100197873 0-06-38060-40143-9 White  
Flat

HVAC Tapes

3M™ Venture Tape™ Reflective  
BOPP Tape 1507 
Bright, super shiny silver polypropylene  
film tape coated with a cold weather,  
mold inhibiting, solvent acrylic adhesive.  
This tape is primarily used for seaming  
reflective bubble insulation.

Material ID UPC Size Color Roll/Case

7100043965 5-07-50351-50008-1 72mm x 
55m Silver 16

7100043964 5-07-50351-15071-2 48mm x 
55m Black

247100043958 5-07-50351-50024-1 48mm x 
55m White

7010378681 5-07-50351-10571-2 48mm x 
55m

Black Printed  
"UV Resistant"
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3M™ Venture Tape™ Film Faced ASJ Tape 106FXP
Flexible, white polypropylene/core/scrim/foil 
laminate facing coated with one of our 3M™ 
proprietary adhesives specifically formulated to 
adhere to polypropylene facings in both cold and hot 
humid temperatures. Contains mold inhibiting agents 
to help prevent corrosion under the insulation.

Material ID UPC Size Color Roll/Case
7100043807 5-00-51128-95199-1 72mm x 45.7m

White

16
7100087900 5-00-51128-95200-4 72mm x 45.7m 12

7010376447 5-00-76308-98455-2 5" x 50 yd  
Buttstrip 8

Insulation Seaming Tapes

3M™ Venture Tape™ Aluminum Foil Tape 1520CW 
Features a nominal aluminum foil coated with  
pressure sensitive, cold weather acrylic adhesive.  
This tape combines flexible foil for irregularly- 
shaped applications and excellent low temperature  
performance. It conforms to fibrous ductboard and  
sheet metal ducts and works well in general-purpose heat 
shielding and light reflecting applications.

Material ID UPC Size Color Roll/Case
7100043715 5-07-50351-15202-0 48mm x 45.7m

Silver

24
7100169857 5-06-38060-13991-7 63.5mm x 45.7m 20
7100043713 5-07-50351-15203-7 72mm x 45.7m 16
7100043875 5-00-51128-95520-3 99mm x 45.7m 12

3M™ Venture Tape™ White  
Aluminum Foil Tape 1558HT
A high strength white aluminum foil coated  
with an aggressive cold weather acrylic  
pressure sensitive adhesive. It is designed  
for low temperature vapor barrier joint closure  
applications such as lap joints and vapor seals.  
It is ideal for use on white foil faced ductboard for  
a traditional crisp, white appearance.

Material ID UPC Size Color Roll/Case
7010335933 5-00-51115-81356-1 72mm x 45.7m White 16

3M™ Venture Tape™ ASJ Facing Tape 1540CW
A white kraft paper, scrim and foil laminated tape  
coated with a pressure sensitive, cold weather,  
solvent acrylic adhesive. This tape combines quick  
stick at normal temperatures with superior low  
temperature performance. It applies easily and excels  
in demanding temperature and humidity conditions.

Material ID UPC Size Color Roll/Case
7100043768 5-07-50351-15403-1 72mm x 45.7m

White
16

7100043969 5-00-51128-95658-3 99mm x 45.7m 12
7100087495 5-00-51128-95657-6 123.75mm x 45.7m 8

3M™ Venture Tape™ FSK Facing Tape 1525CW
Matches FSK faced insulation board and duct. A 
foil/scrim/kraft (FSK) laminated tape coated with 
pressure sensitive, cold weather solvent acrylic 
adhesive. Quick stick at normal temperatures with 
superior low temperature performance. It 
conforms well to fibrous ductboard and blankets.

Material ID UPC Size Color Roll/Case

7100043764 5-07-50351-15253-2 72mm x  
45.7m

Silver
16

7100043850 5-07-50351-50015-9 99mm x  
45.7m 12

3M™ Venture Tape™ Cryogenic  
Vapor Barrier Tape 1555CW
All-weather conformable, multi-layered  
self-adhesive tape designed for low  
temperature vapor barrier joint closure  
applications. This tape features a durable  
aluminum foil backing between two layers of .5 mil  
polyester film. Xero permeable laminate is coated with an 
aggressive, pressure sensitive cold weather acrylic adhesive.

Material ID UPC Size Color Roll/Case
7000049898 5-00-51128-95731-3

72mm x 45.7m
Silver

16
7100104081 5-00-51128-95727-6 White

Tapes
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