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Phase Shifters

 
RF Switching

Products

 
Power Monitors

and Sensors
Integrated Microwave 

Assemblies (IMAs) Introduction
Passive 

Components

DC-40 GHz

Broadband Phase Shifters
 y Broadband Coverage

 y Low VSWR

 y Adjustable via Knob with Lock Nut

Specifications
SMA (F) and 2.92 mm (F), DC to 40 GHz

FREQUENCY 
RANGE 
(GHz)

MODEL ADJUSTABLE 
PHASE SHIFT

POWER INSERTION 
LOSS 

(dB max.)

VSWR 
(max.) CONNECTORS

WEIGHT (max.)

AVERAGE 
(W)

PEAK 
(kW) oz. gr.

DC-18.6 4579 0-30° / GHz 100 3 1.0 1.6 SMA (F) 10.8 306

DC-26.5 4580 0-30° / GHz 100 3 1.5 2.0 SMA (F) 10.8 306

18.0-26.5 4581 0-360° 100 3 1.5 1.8 SMA (F) 10.8 306

18.0-40.0 4582 0-360° 100 3 2.5 2.0 2.92 mm (F) 10.8 306

Outline Drawing

Dimensions in inches, unless otherwise specified.

0.95
MAX

2.00 1.81

MOUNTING HOLE
4-40 THRU, 4 PL

3.75

3.56 TYPE SMA (F) CONNECTOR
2 PLACES
(2.92mm (F) CONNECTORS
FOR MODEL 4582 ONLY)

1.00

0.63
1.00

UNIT SUPPLIED 
WITH KNOB

MOUNTING HOLE
4-40 X 0.25 DP
2 PL

1.62

0.38

Ø 0.25 SHAFT WITH SCREWDRIVER SLOT
3/8-32 UNEF THREADED HUB AND SHAFT LOCK

0.38




