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TECHNICAL DATA

KEY MATERIAL: PLATED STEEL
HOUSING MATERIAL: ZINC DIECAST
CASE MATERIAL: GP PHENOLIC
MIN. INSULATION RESISTANCE: 100 Mohm
DIELECTRIC WITHSTANDING: 1,100 VAC - 1MIN.
VOLTAGE DROP MAX.: 0.150 mVDC
VOLTAGE: to 48VDC
CONTINUOUS DUTY RATING: 300 AMP
OVERLOAD: 750 A - 180 sec.

1,500 A - 30sec.
SEALING: IP67
VIBRATION: 4G / 50 - 2KHz
SHOCK: 6G / 11ms
TEMPERATURE: -40C to +85C
TERMINAL TORQUE: 155 In.Lbs.
MOUNTING TORQUE: 18 Ft.Lbs.

Technical data:
Key Material: Plated Steel
Upper Housing Material: Zinc Diecast
Lower Housing Material: GP Phenolic
Min. Insulation Resistance: 100 Mohm
Dielectric Withstanding Voltage: 1,100V -1min
Voltage Drop Max.: 0.175 mV
Voltage: 48 VDC
Continuous Rating: 300 A
Overload: 1,100 A - 240sec.

1,500 A - 90sec.
2,000 A - 30sec

Sealing: IP67
Vibration: 4G / 50-2KHz
Shock: 6G / 11ms
Temperature Range: -40C to +85C
Terminal Torque: 155 in.lb
Mounting Torque: 18 ft.lb
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