
CARDINAL COMPONENTS

Field Programmable PECL Oscillator
• 9.6 x 11.4 SMD

Applications CPPE9

VOLTAGE
L

Blank = 5 V
L = 3.3 V

Blank = Bulk
T = Tube
Z = Tape/Reel

Z
ADDED FEATURES

Blank = 0 – +70 °C
A5 = -20 – +70 °C
A7 = -40 – +85 °C

A5
OPERATING TEMP

B6 = ±100 ppm
BP = ±50 ppm

B6
STABILITY

1.000 – 133.0 MHz

100.000
FREQUENCYSERIES

CPPE9

Specifications: Min Typ Max Unit
Frequency Range: 1.0 133.0 MHz

Available Stability Options: -100 100 ppm
-50 50 ppm

Prog. Supply  Voltage: 4.75 5.0 5.25 V
3.135 3.3 3.465 V

Operating Temperature
Range Options: 0 70 °C

-20 70 °C
-40 85 °C

Storage Temperature: -55 125 °C

Aging (PPM/1st Year): ±5
Ta=25C, Vdd=3.3V

Clock Rise Time
@ 20/80 % PECL 0.6 1.5 ns

Clock Fall Time
@ 80/20 % PECL 0.5 1.5 ns

Output Level: PECL

Part Numbering Example:   CPPE9 LZ A5 B6 100.0

Series

Cardinal Components, Inc.
155 Route 46 West
Wayne, NJ 07470
Rev: C-090414-11

TEL:       (973)785-1333
E-MAIL:  sales@cardinalxtal.com
WEB:     http://www.cardinalxtal.com




