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Fig. 8 

5. PC Software Operation 

The PC software is working for Windows 2000 or Windows XP. Copy the 
SNDclcm.rar to you computer and unzip it. Running the SNDclcm.exe, it will appear 
as follow.  
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Fig. 9 

5-1. Input characters 

Select the COM Port and LCM Type and open the COM port, The LCM end 
the automatic display and the cursor return home. You input the character in the 
TEXT box or click the character in the Character pattern, the character will display 
on the LCM. 
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Fig. 10  

5-2. LCM Function Set  

Click the LCM Set – Function Set, the LCM Function Set Windows will 
appear, there are 4 functions set. 

(1)Entry Mode Set ; 
(2)Display ON/OFF Control ; 
(3)Cursor or Display Shift ; 
(4)Function. 

You can change the select by click the function, and click the OK key to 
make sure the select and click the Cancel key to cancel the select. More details see 
the HD44780 or S6B0069 or equivalent IC’s specification.  
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Fig. 11  

5-3. Write CGRAM  

Click the CGRAM – W_CGRAM, the Write CGRAM Windows will appear.  
You should select the chip and the CGRAM Address, and click the character’s 

dot you needed, then click the OK key to make sure the select and click the Cancel 
key to cancel the select. More details see the HD44780 or S6B0069 or equivalent 
IC’s specification.  



13

Fig. 12  

5-4. COM_TEST  

If the communication is not good, Click the COM_TEST – COM_TEST, the 
COM_TEST Windows will appear.  

If the communication is good, the numbers is add by one automatic, click 
OK key to exit. If not good, it will appear a window indicate: “ Please Check the 
Connect”.
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Fig. 13  
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