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REV. DESCRIPTION DATE APPROVED

M. C.

STD METAL PANEL MOUNT
INDICATORS

MPR5XX

A. Valdez

D. Green

06/11/20

04/05/05

ABSOLUTE MAXIMUM RATINGS (Ta = 25°C)

260°C for 5 Seconds

LEAD SOLDERING TEMPERATURE (1/16" FROM BODY)

-40°C  ~  100°C

STORAGE TEMPERATURE

OPERATING TEMPERATURE RANGE

-40°C  ~  85°C

5V

100µA

REVERSE VOLTAGE

REVERSE CURRENT ( VR=5V)

Recommended Mounting Hole

( Mounting Hardware included, packed separately )

Ø.315

+.005/-.000

M8 Spring Lock Washer, Stainless Steel

M8X.75 Nut, Stainless Steel

0.04 [0.1mm]1.12 [28.5mm]

MIN.

MIN.

Nickel Plated Brass Body

0.160 [4.1mm]

Ø.196 [Ø5.0mm]

Ø.388 [Ø9.9mm]

5MM Flanged LED

Flange

0.540 [13.7mm]

B Corrected LED Lead Polarity
02/01/07 M. C.

C
Removed LEDs From Sheets 2 and 3

06/29/11 T. Y.

Leads Stripped and Tinned

D Updated LED offering
05/07/12 T. Y.

(2) Cathode(1) Cathode

Red
Green

Yellow
Green

5BC

5BC-Y/G

LED P/N

BI-COLOR POLARITY

Bi-Color

2

1

2

1

Single

Color

2

1

E Corrected typo on page 4
07/16/12 T. Y.

F Updated LED Optical Characteristics
09/15/15 J. C.

G Corrected Dimension 11/29/16 J. C.

V. Chavez
06/11/20

H
ECO 1028 - Corrected description of component

01/08/20 A.V.
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DECIMALS ANGULAR

STANDARD TOLERANCE

.X        ± .1

.XX      ± .02

.XXX    ± .010

X°    ± 1°
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