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AV700-X4 

MIL-STD Frame Grabber Computer 

IP65 Computer For Joint 

Battle Command Platform

 Intel® Core™ i7-9850HL (up to 4.1GHz,TDP 25W) /

Intel® Xeon® E-2276ML (up to 4.2GHz, TDP 25W)

 Video Frame Grabber IP65 Mission Computer

 Design for reliability under demanding MIL-STD-810

Thermal, Shock, Vibration, Humidity

 Up To 128GB DDR4 Memory

 1 x VGA (Optional for HDMI), 2 x Gigabit Ethernet, 2 x USB,

2 x COM

 Option: 10GbE SFP+

 Rugged MIL-DTL-38999 connectors

 9V~36V DC-DC

 Optional Military-Grade DC-DC 18V-36V

 Extended Temperature -40°C to 70°C

 Available For 8 x D1 Fame Grabber Card
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Specification 
System

Front I/O

Rear I/O

Display

OS support list

+

Mechanical and Environment



2 

Test Standard

Ordering Information 

 Intel® Xeon® E-2276ML , DDR4 4GB , 128G SSD , IP65 protection , MIL-STD 38999 connectors , 9V   
 to 36V DC-in , -40°C to 70°C , MIL-461 /1275

AV700-X4E

AV700-X4
 Intel® Xeon® E-2276ML , DDR4 4GB , 128G SSD , IP65 protection , MIL-STD 38999 connectors , 9V   
 to 36V DC-in , -40°C to 70°C 


