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Illuminated Rocker Switches
Miniature Snap−In for
Low Voltage Applications
Features

For Low Voltage Applications
.250” Quick Connect Terminals

NTE
Type No. Circuitry Action Actuator

Lens
Color

Diag
No.

54−083 SPST OFF NONE ON Translucent Nylon Red S18b

54−086 SPST OFF NONE ON Clear Nylon Blue S18b
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b:  .250” Tab (Q.C.)
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Terminal Types
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Wiring Diagram
Lamp

Indicator

Specifications
Current Rating:  10A 12VDC
Lamp Voltage:  12V Incandescent
Insulation Resistance:  100 Megohms (min.)
Dielectric Strength:  1000V RMS (min.)
Temperature Rating:  +32  to +185 F (0  to +85 C)
Electrical Life:  100,000 cycles
Mechanical Life:  100,000 cycles
Terminal Type:  .250” Tab Q.C.
Mounting Hole: 1.125 (28.58) x .550 (13.97)

Miniature Snap−In Nylon
Features

Single Pole
Double Insulated

NTE
Type No. Circuitry Action Actuator

Lens
Color

Diag
No.

54−054 SPST OFF NONE ON Nylon Red S16b

.860
(21.84)

S16
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(9.52)
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(1.27)

.390 (9.77)

.544 (13.81)

.250 (6.35)

.890 (22.6)
1.120 (28.44)

.250 (6.35)

.069 (1.75) Dia

Terminal Types

b:  .250” Tab (Q.C.)

1 2 3

Wiring Diagram

Lamp
Indicator

Specifications
Current Rating:  15A 125VAC, 10A 250VAC, 3/4 HP 125−250VAC
Lamp Voltage:  125V Neon
Insulation Resistance:  100 Megohms (min.)
Dielectric Strength:  1000V RMS (min.)
Temperature Rating:  +32 to +185 F (0  to +85 C)
Electrical Life:  100,000 cycles
Mechanical Life:  100,000 cycles
Terminal Type:  .250” Tab Q.C.
Mounting Hole: 1.125 (28.57) x .550 (13.97)


















