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NOTES:
1. MATERIAL:
    CAGE:  0.25mm THICK COPPER ALLOY, NICKEL PLATED.
    SPRING FINGERS: STAINLESS STEEL.
    HEATSINK:  ALUMINUM, NICKEL PLATED.
    HEATSINK SPRING CLIP:  STAINLESS STEEL.
    LIGHT PIPE: POLYCARBONATE (94-V0 RATED).
2. PRESS FIT LEGS 3.05mm LONG
3. PORTS ARE DESIGNED FOR zSFP+ TRANSCEIVERS AND ARE COMPATIBLE WITH SFP & SFP+ TRANSCEIVERS.
   THE TOP SURFACE OF THE MODULE MUST BE FLAT (NO PRODUCT LABEL RECESS) AND THERMALLY 
   CONDUCTIVE TO FUNCTION OPTIMALLY.
4. WELD SPOT MAY SHOW SLIGHT MATERIAL DISCOLORATION.
5. NO RoHS EXEMPTIONS.

REF.
(INSIDE TO INSIDE)

28.25

(INSIDE TO INSIDE)
8.95 ±0.10

14.0 ±0.10

2X TYP.5.84

REF.
TYP.

14.25
REF.57.0

REF.
(OUT SIDE TABS)

29.4

30.98 MAX.
(UNDER BELLY GASKET)

REF.
(CAGE OVER LENGTH)

49.349.97 MAX.
(TO UNDER BELLY GASKET)

WEEK/YEAR DATE CODE TABLE
WW 01 THRU 52 OR 53  EXAMPLE: 01 = FIRST WEEK OF YEAR  52 = LAST WEEK OF YEAR
YY 22, 23, 24 ETC.  EXAMPLE: YEAR 2022 = 22

9

9

REF.
(EMI FINGERS UNCOMPRESSED)

30.15

LIGHT PIPE

H

8

H

4

4

8

G

NOTCH IN GASKET
FOR ORIENTATION

7

PN/DATE CODE TO BE PRINTED IN 
APPROXIMATE AREA AS SHOWN.

G

EMI SPRING FINGERS

7

UNDERBELLY SPRING FINGERS

F

REF.11.5

TYP.3.05

REF13.97REF.13.08
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NOTES:
1. PADS AND VIAS CONNECT TO CHASSIS GROUND
     RECOMMEND PADS TO BE 2.00mm SQUARE
2. RECOMMENDED THRU HOLE PLATING INCLUDES HASL, OSP, OR IMMERSION (GOLD, SILVER, OR TIN)
3. CONNECTOR PAD LAYOUT PER SFP+ MSA WILL ACCOMODATE MOLEX CONNECTOR SERIES 74441 OR EQUIVALENT.
4. SPACING BETWEEN PORTS IS 14.25mm
5. CROSS-HATCHED AREA IS EXPOSED CHASSIS GROUND (NO OSP)
6. HATCHED AREA IS COMPONENT AND TRACE KEEP-OUT (EXCEPT CHASSIS GROUND)
7. 1.57mm MINIMUM PCB THICKNESS FOR SINGLE SIDED USE.

PCB LAYOUT - SINGLE SIDE ONLY

TOP-LEFT HOLE OF ADJACENT
CAGE AT MINIMUM SPACING

THIS AREA DENOTES
COMPONENT KEEP-OUT
(TRACES ALLOWED)

4.50

TYP.9.50

14.50

TYP.19.50

TYP.21.60

24.50

TYP.27.30

TYP.29.50

32.00

TYP.35.40
37.00

TYP.39.50

TYP.41.60

TYP.42.30

0.00

MIN.2.5
1.00

TYP.14.25

2.33 TYP.

4X TYP.46.70

7.13 TYP.

11.93 TYP.

SEE NOTE 6

7X 1.05 ±0.05⌀
⌖ 0.1 A B

SHOWN AS

SEE NOTE 5

12X 0.95 ±0.05⌀
⌖ 0.1 A B

SHOWN AS

DETAIL A
SCALE 5:1

A

RECOMMAND
LED POSITIONS

12.05

1.10

TYP.2.00

1.00

TYP.2.88TYP.2.88

TYP.12.25

TYP.2.00

B

A

2X 9.60
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PCB LAYOUT FOR BELLY TO BELLY MOUNTING

NOTE:
SEE SHEET 2 FOR HOST
CONNECTOR DETAIL

NOTES:
1. PADS AND VIAS CONNECT TO CHASSIS GROUND
     RECOMMEND PADS TO BE 2.00mm SQUARE
2. RECOMMENDED THRU HOLE PLATING INCLUDES HASL, OSP, OR IMMERSION (GOLD, SILVER, OR TIN)
3. CONNECTOR PAD LAYOUT PER SFP+ MSA WILL ACCOMODATE MOLEX CONNECTOR SERIES 74441 OR EQUIVALENT.
4. SPACING BETWEEN PORTS IS 14.25mm
5. 3.00mm MINIMUM PCB THICKNESS FOR BELLY TO BELLY USE.

HATCHED AREA DENOTES
COMPONENTS AND TRACE
KEEP-OUT (EXCEPT
CHASIS GROUND

CROSS HATCHED AREA
GOES TO CHASIS
GROUND (NO OSP)
    2 PLCS

THIS AREA DENOTES
COMPONENT KEEP-OUT
(TRACES ALOWED)

TOP-LEFT HOLE OF ADJACENT
CAGE AT MINIMUM SPACING

4.50

TYP.9.50

TYP.14.50

TYP.19.50

TYP.21.60

TYP.24.50

TYP.27.30

TYP.29.50

TYP.32.00

TYP.35.40
TYP.37.00

TYP.39.50

TYP.41.60

TYP.42.30

4X TYP.46.70

0.00

MIN.2.50

TYP.1.00

TYP.14.25

A

A

2.33 TYP.

7.13 TYP.

11.93 TYP.

RECOMMAND
LED POSITIONS

14X 1.05 ±0.05⌀
⌖ 0.1 A B

SHOWN AS

16X 0.95 ±0.05⌀
⌖ 0.1 A B

SHOWN AS 2X 9.60
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BEZEL AND BOARD POSITION DIMENSIONS FOR SINGLE SIDE MOUNTING

BEZEL AND BOARD POSITION DIMENSIONS FOR BELLY TO BELLY MOUNTING

REF.45.8

2X REF.45.8

REF.10.1

REF.14.0

2X REF.10.1

2X REF.14.0

REF.1.8

2X REF.1.8

10.40 ±0.10

29.70 ±0.10

10.40 ±0.10

10.40 ±0.10

SEE NOTE 1

MIN.1.30

MIN.1.30

2X 29.70 ±0.10

NOTE:
1. PCB THICKNESS VARIATION MUST BE CONSIDERED WHEN DETERMINIG 
  BEZEL OPENING SIZE AND LOCATION.
2. CAGE LEG STANDOFF WILL PIERCE BELLY GASKET WHEN PROPERLY PRESSED INTO PCB.

2X 5.84 ±0.10

14.25 ±0.10

2X 5.84 ±0.10

14.25 ±0.10

TYP.
7.97 ±0.10

TYP.
7.97 ±0.10

BEZEL OPENING
BELOW PCB PAD
SURFACE

0.09 ±0.10

BEZEL OPENING
BELOW PCB PAD
SURFACE
(SEE NOTE 1)

0.09 ±0.10

BEZEL OPENING
ABOVE PCB PAD
SURFACE
(SEE NOTE 1)

0.09 ±0.10

3.50 ±0.30

3.50 ±0.30

MAX. TYP.0.30R

MAX. TYP.0.30R

CUTAWAY
A

TYP.
7.97 ±0.10

14.25 ±0.10

2X 5.84 ±0.10

CUTAWAY

A

TYP2.54 ±0.10⌀

TYP2.54 ±0.10⌀
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REV DATE DESCRIPTION
A 2022/05/20 INITIAL RELEASE
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