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NOTES:

Mechanical:

1. Housing material : Class Filled Polyester UL94V-0,

Color: Black

2. Contact material: Phosphor Bronze t=0.35mm

3. Contact plating: Contact area---see order code
Tails---100~200u" Tin plated over 30~80u" Nickel

. Shell material: Copper Alloy

. Shell plating: Nickel plated

. Operating Life: 750 Cycles min.

| | | . PCB Retention Pre-solder: 1 LB min.
11 Lf . PCB Retention Post-solder: 10 LBS min.

) Electrical:
305 | | || 254 1,27 1. Voltage Rating: 125VAC.

7,9 8,8910,2 2. Current Rating: 1.5AMP.

3. Contact Resistance: 30mQ max.

4. Insulation Resistance: 1000MQ min. @ 500 VDC
3,89 5. Dielectric Strength: 1000 VAC 60Hz, 1 min.

Environmental:
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1,27 | <« 1. Storage: -40°C To +85°C
10~g 5 N o} | _ 2. Operation: -40°C~+85°C
N @J o ] [ — 3. Wave Soldering Temp: 200~220°C(5~10S)
& ‘ |4 t ) | . 0 Packing: 70pcs/Tray,1960pcs/Carton
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8\‘33 5 i © Q‘ %J S - O | A Order code: A-2004-2-X-LPS-N
.20 = . ©
5 \69‘\ w C) o Contact plating: (1)
M@ ‘ 7 ﬁ; T 1. 15u" gold over 30~80u" Nickel
T i ( 1 2. 30u" gold over 30~80u" Nickel
11.43 Q = ‘ - 3. 50u" gold over 50~80u" Nickel
2 ™ 4. 6u" gold over 30~80u" Nickel
15,90
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