aimbec RG00 Comer

' a9 ®Aa

The newAMEIO-VZis a branénew AC/DC converter that offers much greater cost
effectiveness due to material normalization and production automation also leading to
improved reliability and performance. Due to these improvements, we ewagto ofer you
this converter at a price never yet seen fod@V Aimtec AC/DC converter. Offering a
commercial input voltage range of @54VAC and output voltages 512, 15, 24 & 480G
this series will greatly benefit your new system design.
Thisnew series offers operating temperaturéb®em -40 ( to 70( with full power up to 55
depending on models. It also features a 4000VAC isolation for improved reliability and sy
safety.
Furthermore, a higher MTBF of 300,000h, output short circuit protection (OSCP), output «
current protection (OCP) and an output owaltage protectim (OVP) come standard with
the series.

Encapsulated TheAMEIO-VZis suitable for street lighting controls, grid power, instrumentation, industrial
controls and communication afipations.
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Universal Input: 85264VAC/100 370VDC
Operating temperature range40 ( to +70(
High isolation voltage: 4000VAC 528
Regulated output, Low ripple & noise
Output short circuit, ovecurrent, overvoltage 48
protection
EMCperformance meets CISPR32/EN55032 CLAS 264 105
Certified to IEC62368, UL62368, EN62368 standar =
(pending) 4000 70 85
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