


Standard nuts are 
sold separately as well - M20 Nut

■ Adjust so that it stops 1 mm before the 
 stroke end, and fasten with the main 
 unit’s nut un�l secured.

Note: When a�aching, make sure that 
the side without a bearing chamfer is 
the impact surface.
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(without cap)
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OP-020EB-C
�with cap�

M20mm×1.5mm
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M20mm×1.5mm
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Mass 68g

Eccentric angle adaptor OP-010EB Stopper nut OP-020EB Liquid-proof cap FA-2016E1-C-060

Holder with a switch OP-030EB-2

Note: Material of cap for
eccentric angle: Metal
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■ A drip proof cap is fi�ed on the unit 
 on delivery.
■ Liquid-proof caps are not sold separately.
■ Ensure that the cap is facing upward. 
 If the cap is facing sideways or downward, 
 it cannot provide an effec�ve means for 
 liquid proofing.

OPTIONAL PARTS

■ Screw the eccentric angle adaptor into 
 the main unit un�l the cap for the 
 eccentric angle and the piston rod form 
 a �ght connec�on. While maintaining 
 this posi�on, fasten the main unit’s nut 
 un�l it is secured.
■ Use the eccentric angle adaptor when 
 the eccentric angle is 2.5° or larger.
■ The main unit can also be used as a stopper.
■ Use it with a capless so� absorber.
■ The maximum opera�ng eccentric angle 
 with an eccentric angle adaptor is ±10°.
■ The caps and the guides for inclined use 
 are not unbundled.

Square flange OP-040EB

12mm

■ Once the a�achment site is determined, 
 use the main unit’s nut to securely fasten 
 in place.

Mass 109g
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■ Although a holder with a switch can 
 be ordered on its own, we strongly 
 recommend ordering one with the 
 main unit. Please include the main unit’s 
 model number when placing an order.

Mass 209g
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Width across flat 24mm

Guide for eccentric angle
�OP-010EB-2� 

M27mm×1.5mm �M27 nut�

 

Standard nut
�width across flat 32mm�

Cap for eccentric angle
�OP-010EB-1�

3m
m


