Round Hole Rocker Switches
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NTE Dia
Type No. | Circuitry Action Actuator | Legend | No. 1Fi 1
54-500 SPST ON NONE | OFF Nylon Yes 589 S p ecli fl Catl ons
54-501 SPDT ON NONE ON Nylon No S89 Current Rating: 10A 125VAC, 6A 250VAC
=I503 OFDT oN NonNE T oN Nylon No TS89 Insulation Resistance: 100 Megohms (min.) at 500VDC
Dielectric Strength: 1000V RMS (min.)
Temperature Rating: —4° to +149°F (-20° to +65°C)
Electrical Life: 6000 cycles (min.)
Mechanical Life: 100,000 cycles (min.)
Terminal Type: Solder Lug
Mounting Hole: .717 (18.2)
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Type No. Circuitry Action Actuator | Legend | No. S eC i fi Cati O n S

54-510 SPST ON NONE | OFF Nylon Yes S93 p

54-511 SPDT ON OFF ON Nylon No 593 Curren_t Rating_: 16A 125VAC, 10A 250VA_C

52 <FOT oN NONE oN Nylon No 593 ::r)]_Sll.Ila'::l(:')n ;e&st?hnci:soloo\(/) lg/ll\igo(hrr)s )(mln.) at 500VDC
ielectric Strength: min.

— | -

247543 SPST N NONE OFF Nyion ves % Temperature Rating: —4° to +149°F (-20° to +65°C)

54-544 SPST | ON | NONE [ (OFF) | MNylon [ Yes | 93 Electrical Life: 6000 cycles (min.)

54-545 SPOT | ON [ NONE | ON) | MNylon | Yes | S93 Mechanical Life: 100,000 cycles (min.)

54-546 SPDT ON OFF (ON) Nylon Yes S93 Terminal Type: .185” Tab Q.C.

54-548 SPDT (ON) OFF (ON) Nylon No S93 Mounting Hole: .795 (20.2)

SPECIAL NOTE: () = Momentary Function
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