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4. RoHS COMPLIANCE.

4 1 ~ 3

QTYITEM DESCRIPTION

SHELL, COPPER ALLOY, AU PLATED OVER NICKEL1

2. HSG, HIGHT TEMP, PLASTIC, UL94V-0, BLACK1

3. CONTACT, COPPER ALLOY, AU PLATED OVER NICKEL1

4. CABLE 1.37, BLACK JACK, COPPER, TIN PLATED1

5. H.S. TUBE, BLACKA/R
6. FAKRA MALE, TYPE D1

1.

NOTES:
1. ELECTRICAL SPECIFICATION:

1.1 IMPEDANCE: 50Ω
1.2 FREQUENCY RANGE: 0~4GHZ
1.3 VSWR: 1.5 MAX.
1.4 INSERTION LOSS: 1dB MAX.
1.5 VOLTAGE RATING: 60VAC
1.6 DIELECTRIC WITHSTANDING VOLTAGE: 200V
1.7 INSULATION RESISTANCE: 100MΩ
1.8 CONTACT CENTER RESISTANCE: 100 m Ω
1.9 CONTACT OUTER RESISTANCE: 100 mΩ

2. MECHANICAL SPECIFICATION:
2.1 CENTER CONTACT RETENTION FORCE: 10N Min
2.2 CABLE RETENTION FORCE: 10N Min
2.3 FORCE TO DISENGAGE: 3N Min.(U .FL)
2.4 DURABILITY: 30 CYCLES(U .FL)

100 CYCLES (FAKRA)
3. ENVIRONMENTAL CHARACTERISTICS

3.1 OPERATION TEMPERATURE: -40°C~+85°C
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