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4. Electrical Specification of inputs and outputs 

4.1 Power Supply voltage 

 
Supply voltage Nominal value Regulation  Ripple &noise Comment 

 

4.2 Panel supply voltage 

The panel supply voltage is generated on the eMotionST1:3. The eMotionST1:3 can generate 3.3V, 5.0V or 
12.0V panel supply voltage. The max current is limited to 3.0A. Select the panel supply voltage with jumper 
CN200.  
Note: 12.0V panel supply can only be used if the supply voltage of the board is 24V. 
 
Panel  
supply voltage 

Nominal value Regulation  max Current Comment 

4.3 LVDS 

PARAMETER MIN TYP MAX UNIT Remark 

4.4 Backlight 

 
Signal Description 
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4.5 DVI input 

PARAMETER MIN TYP MAX UNIT Remark 

4.6 DisplayPort Input 

PARAMETER MIN TYP MAX UNIT Remark 

Ώ

4.7 VGA input 

PARAMETER MIN TYP MAX UNIT Remark 
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5. Qualifications 

5.1 Environmental conditions 

 
Parameter Min Max  

 

5.2 EMI Standards 

 

 

5.3 Safety 

 

 

 

5.4 Shock and Vibration 
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6. Outline dimensions 
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7. Overview of Connectors and Jumpers 
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Item Description Remarks 
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7.1 Power Input Connector 

Pin No. Signal Description 

 

Pin No. Signal Description 

 

Pin No. Signal Description 

 

7.2 VGA Input Connector 

Pin No. Signal Description 
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7.3 DVI Input Connector 

Pin No. Signal Description 

7.4 DisplayPort Input Connector 

Pin No. Signal Description 
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7.5 LVDS Output 

Pin No. Signal Description 

7.6 Inverter / Backlight 

Pin No. Signal Description 
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7.7 OSD Connector 

Pin No. Signal Description 

  

7.8 GPIO Connector 

Pin No. Signal Description 

! 

7.9 Systembus 

Pin No. Signal Description 

7.10 RS232 Connector 

Pin No. Signal Description 
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Pin No. Signal Description 

 

7.11 Fan Connector 

Pin No. Signal Description 

 

7.12 Inverter Switch 

Pin No. Signal Description 
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8. Jumper settings and configuration 
 

8.1. Panel supply voltage (CN200) 

 
 

 

8.2. Backlight Power Supply (CN202, CN203, CN204) 

 

 

8.3. Backlight Dimming (CN600) 

 

 

8.4. Backlight Enable Signal (CN601, CN602) 
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8.5. Panel file configuration 

 
 
9. OSD (On Screen Display) 

9.1. Mechanical dimensions OSD board (CU70008, incl. input cable) 
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9.2. Operation & buttons 

Item Description 

9.3. Hotkeys 

 
Button Direct access 

9.4. OSD Status LED 

Condition Description 
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9.5. OSD Structure 

 

 

VGA Settings 

 Timing 

Auto setup 

H total 

V position 

H position 

Phase 

 

Info 

 Temperature (°C) 

Software 

Revision 

Timing  

Mode ID 

 

Setup 

 Inputs 

OSD 

Info 

Reset to factory defaults 

Source Scan 

Advanced Setup 

 

Inputs  
 VGA 

DVI 

Display Port 

 

OSD 

 Time out 

Transparency 

Language 

Rotation 

OSD Position 

Show Logo  

 

Reset to factory defaults 
 Press right to confirm reset 

 

Picture 

 Contrast 

Brightness 

Sharpness 

Color 

 

Color  
 Auto color 

Theme mode 

Color space 

Color balance 

User color 

 

Advanced Setup 
 Smart ISP 

CVT Mode 

 

OSD Position 
 x Position 

y Position 

 

User color 

 RED 

GREEN 

BLUE 
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9.5.1 Picture Menu 

 

9.5.2 VGA Settings Menu  

 

9.5.3 Setup Menu  

 

9.5.4 Color Menu  
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9.5.5 User Color Menu  

 

9.5.6 Inputs Menu   

 
 

9.5.7 OSD Menu 

 
 

9.5.8 OSD Position Menu 
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9.5.9 Info Menu 

 
 

9.5.10 Advanced Setup Menu 

 

 

 
 
 
10. Serial Control RS232 
 

The eMotionST3:1 can be controlled by a serial command set using the RS232. For using the RS232 
a level converter from LVTTL to RS232 level must be used. Detailed information about the RS232 
protocol are provided on request! 

 
 
11. DDC/CI Interface 

The eMotionST1:3 can be controlled by DDC/CI. Detailed information are provided on request! 
 
 
 
 
 
 
 
 
 
 
  



L/PF/131 ISSUE 6 

Description: HDMI to DVI Cable, Black Line 
 Connectors: HDMI Type A male to DVI-D (18+1) male, gold plated 
 Cable: UL 20276 30AWG (7/0.1TC), 85% AL-Braid, OD: 5.5mm, PVC, 

black / red screws/SR: Pantone 2035C 
 RoHS & Reach compliant, UL certified  

Packaging: Lindy polybag and label as above 
 
 

 
 

 
  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
  

 LINDY PRODUCT SPECIFICATION (1 OF 1) 

Alterations Issue Date BY GB DE     
  0 23.05.17 ML AI      
Cable printing changed 1 08.08.17 ML  ML     
Packaging Info update 2 16.11.17 ML  ML     
Red Pantone No. 2035C added 3 01.12.17 ML AI      
          
      

 
 

    
     

 
All connectors viewed from front 

Drawn By: ML 23.05.17
 

 

The following tolerances apply to 
overall dimensions -0% +10% 

Length Polybag  Label     Product 
 Size Size       Number 
 
0.5m FP2 LBS        36270  
   1m FP2 LBS        36271 
   2m FP3 LBM        36272 
   3m FP3 LBM       36273 
   5m FP3 LBM       36274 
 
  

 LINDY Electronics Ltd., LINDY-Elektronik GmbH and LINDY 
group. All rights reserved. 
 
GB Tel: +44 1642-754000 |   DE Tel: +49 621-47-005-0 
 Fax: +44 1642-754027 |         Fax: +49 621-47-005-990 

 

Cable Printing: 

StefanN
Text-Box
Data Modul No.:
12030420

StefanN
Rechteck













VEC65 Series AC-DC Power Supplies

• Energy Efficiency Level VI

• CoC Tier 2

• Limited Power Source Approved

• <0.15 W Standby Power

• Optional Inlet Connector

• China Compulsory Certficiation (CCC) Qualified

• 0 °C to 60 °C Operation

• High Power Density

• Low Cost

65 Watts 

Dimensions:

VEC65:
4.58 x 2.06 x 1.23” (116.3 x 52.4 x 31.3 mm)

www.xppower.com1

Models & Ratings

Notes

Output Power Output Voltage Output Current Total Regulation Efficiency(1) Model Number

65 W
12.0 V 5.41 A

±5%
89% VEC65US12

19.0 V 3.42 A 89% VEC65US19
24.0 V 2.71 A 89% VEC65US24

1. Typical average of efficiencies measured at 25%, 50%, 75% and 100% load and 230 VAC input.

1. All dimensions are shown in inches (mm), Tolerance is 0.04” (±1.0) max except
output lead.

2. Weight:  0.6 lbs (270 g) approx.

3. Output connector is barrel type with 11 mm length, 5.5 mm dia. outer, 2.5 mm dia.
inner with center + and outer shell - polarity.

Notes

Mechanical Details 

4.58
(116.3)

2.06
(52.4)

0.89
(22.7)

0.4
(10.0)

0.43
(11.0)

3.940.96 ± 0.08
(24.5 ± 2)

Cable length: 47.2” ± 0.8” (1200 mm ±20 mm)

(100)

        

IEC320-C14

 

1.23
(31.3)

  
  

        

0.89
(22.7)

Core Diameter: 0.63” ± 0.08” (16 mm ±2 mm)

Optional IEC320-C6

Power Cord for C14 inlet, Order
Part:
UK - UK-MAINS-IEC
European - EU-MAINS-IEC
US - US-MAINS-IEC

Power Cord for C6 inlet, Order Part:
UK - UK-MAINS-5
European - EU-MAINS-5
US - US-MAINS-5

B R A N D



VEC65 Series
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AC-DC Power Supplies

Input
Characteristic Minimum Typical Maximum Units Notes & Conditions
Input Voltage 90 264 VAC
Input Frequency 47 63 Hz
Input Current 1.3/0.9 A Measured at 115/230 VAC
Inrush Current 70 A 230 VAC, cold start at 25 °C
Power Factor EN61000-3-2 Class A
Earth Leakage Current 0.7 mA 264 VAC, 60 Hz
No Load Input Power 0.15 W
Input Protection T3.15A/250 VAC internal fuse in line

Output
Characteristic Min. Typ. Max. Units Notes & Conditions

Output Voltage 12 24 VDC See Models and Ratings table
Minimum Load No minimum load required
Start Up Delay 3 s
Start Up Rise Time 8 ms
Hold Up Time 8 ms Full load and 115 VAC
Line Regulation ±0.5 %
Total Regulation ±5 % Including initial set accuracy

Transient Response 4 % Maximum deviation, recovering to less than 1% within 
500 µs for 25% step load

Ripple and Noise 240 mV pk-pk Measured with 20 MHz Bandwidth and 22 µF electrolytic in
parallel with 0.1 µF ceramic capacitor.

Overshoot 5 % At turn on / turn off
Overload Protection 110 170 %
Overvoltage Protection 150 % Recycle mains to reset
Short Circuit Protection Trip and restart (hiccup), auto resetting
Temperature Coefficient ±0.04 %/°C

Environmental
Characteristic Minimum Typical Maximum Units Notes & Conditions

Operating Temperature 0 +60 °C Derate from 100% load at 40 °C to 50% load at 60 °C
Cooling Natural convection
Operating Humidity 5 90 %RH Non-condensing
Storage Temperature -20 +85 °C
Operating Altitude 5000 m
Shock IEC68-2-27, 30 g, 11 ms half sine, 3 times in each of 6 axes
Vibration IEC68-2-6, 10-500 Hz, 2 g 10 mins/sweep, 60 mins for each of 3 axes

Derating Curve
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VEC65 Series
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AC-DC Power Supplies

EMC: Emissions
Phenomenon Standard Test Level Notes & Conditions

Emissions EN55022 Level B Conducted & Radiated
Harmonic Current EN61000-3-2 Class A
Voltage Flicker EN61000-3-3

General
Characteristic Minimum Typical Maximum Units Notes & Conditions

Efficiency 90 % See Models and Ratings table and curves.

Isolation: Input to Output
Input to Ground
Output to Ground

3000 VAC

1500 VAC

Negative output is connected to ground

Switching Frequency 65 kHz ±10 kHz

Power Density 5.6 W/in3

Mean Time Between Failure >200 kHrs MIL-HDBK-217F at 25 °C GB

Weight 0.6 (270) lb (g)
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Efficiency Curves

VEC65US12

VEC65US24



Safety Approvals

EMC: Immunity
Phenomenon Standard Test Level Criteria Notes & Conditions

ESD EN61000-4-2 ±8 kV Air, ±4 kV contact A
Radiated EN61000-4-3 3 V/m A
EFT/Burst EN61000-4-4 3 A
Surge EN61000-4-5 Installation Class 3 A
Conducted EN61000-4-6 3 V A
Magnetic Fields EN61000-4-8 3 A/m A

Dips and Interruptions EN61000-4-11
Dip: 30% 500 ms A/B High Line/Low Line
Dip: 60% 200 ms A/B High Line/Low Line
Int:100% 5000 ms B

Safety Agency Safety Standard Notes & Conditions

UL/CSA cUL60950-1

Approved at Limited Power Source (LPS)
TUV EN60950-1

CB    IEC60950-1

CCC China Compulsory Certification (CCC)

VEC65 Series

www.xppower.com

AC-DC Power Supplies

Mechanical Details 

13-Oct-15

1. All dimensions are shown in inches (mm), Tolerance is 0.04” (±1.0) max except
output lead.

2. Weight:  0.6 lbs (270 g) approx.

3. Output connector is barrel type with 11 mm length, 5.5 mm dia. outer, 2.5 mm dia.
inner with center + and outer shell - polarity.

Notes

4.58
(116.3)

2.06
(52.4)

0.89
(22.7)

0.4
(10.0)

0.43
(11.0)

3.940.96 ± 0.08
(24.5 ± 2)

Cable length: 47.2” ± 0.8” (1200 mm ±20 mm)

(100)

        

IEC320-C14

 

1.23
(31.3)

  
  

        

0.89
(22.7)

Core Diameter: 0.63” ± 0.08” (16 mm ±2 mm)

Optional IEC320-C6

Power Cord for C14 inlet, Order
Part:
UK - UK-MAINS-IEC
European - EU-MAINS-IEC
US - US-MAINS-IEC

Power Cord for C6 inlet, Order Part:
UK - UK-MAINS-5
European - EU-MAINS-5
US - US-MAINS-5



 
Description Power Cord  
Manufacturer / Type Taiwan Line Tek Electronic Co., Ltd.  UL category code ELBZ listed, number:      
Supplier / Type Elektrosil GmbH / DK06214 NK-01.8 
Ratings  10A / 250VAC 
Length / Colour 1.8m / black 
Plug 
Kind of construction LP-33 (DIN 49441-R2) 
Manufacturer / Type Longwell Company 
Ratings 10A / 250VAC 

or: 

 
Europe 

 

 
Germany 

 

Norway 

 

 
Sweden 

 

Denmark 

 

 
Finland 

 

 
Belgium 

 

 
Russia 

 

 
U.S.A 

 

 
Canada 

Required approval  marks 
/ certificates 
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France 
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Netherl. 

 

 
Japan 

 

 
China 
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Appliance Connector 
Kind of construction LS-13 (IEC 60320 C13) 
Manufacturer / Type Longwell Company 
Ratings 10A / 250VAC 

or: 

 
Europe 
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Russia 

 

 
U.S.A 
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Cable 
Kind of construction H05VV-F 3G 0.75mm² 
Manufacturer / Type Longwell Company 
Ratings 10A, 250VAC 

or: 

 
Europe 
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Finland 
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U.S.A 
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Description Power cord set,  North America type 
Manufacturer / Type Feller 498G-SJT3X18AWG-C13  UL category code ELBZ listed, number:E42003 
Supplier / Type       
Ratings  10 A, 125 Vac,  
Length / Colour 2,50m / black 
Plug 
Kind of construction PVC 3-pole, 180 degree, NEMA 5-15  
Manufacturer / Type Feller / 498G 
Ratings 15A / 125 Vac 
Required approval  marks 
/ certificates 

 

or: 

 
Europe 

 

 
Germany 

 

 
Norway 
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Appliance Connector 
Kind of construction PVC 2-pole with earthing contact, 180 degrees, IEC 60320 / C13, UL 817 
Manufacturer / Type Feller / C13 
Ratings 12 A/250 Vac (USA, Canada), 7 A/125 Vac (Japan), 10 A/250 Vac 
Required approval  marks 
/ certificates 

 

or: 

 
Europe 
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Cable 
Kind of construction SJT3X18AWG 
Manufacturer / Type Feller 
Ratings       
Required approval  marks 
/ certificates 
 

or: 
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